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Sliding Double Door 
Installation Instructions

1. Carefully unpack doors. There are two parts of the doors:

a. The main frame will have tubing material welded to the exterior of the steel.

b. The other is a flat piece of steel that is the face of the door.

2. Prepare an area that is accessible with space to walk all the way around the doors.

3. Lay the door down with the side with the tubing facing up.

4. Make sure to protect all painted surfaces with the wood and foam supplied with the order.

Before You Get Started

1. Install the metal cladding with the good side (if different) facing the ground.

2. Fit it into the opening in one piece.

a. If the doors are wider than 48” then the cladding will be supplied in two triangles so that the seam is covered by the crossbuck on the 
skin. Match the two pieces in the centre so as not to see the lines.

Metal Cladding Installation (If Ordered Separately)

1. Wood can be installed either vertically or horizontally—the choice is that of personal preference. Make 
sure that the wood is well-dried for your climate.

2. Measure the inside of your doors between the tubing as the wood will fit into that area.

3. It is advisable to glue and clamp the wood together and then put a nail edge on the top and bottom if 
the wood is vertical, or on both sides if the wood is horizontal. Make sure to square up the wood and 
that it fits together tightly. The top and bottom edge will help to keep it together.

4. Install the wood into the bottom skin frame.

NOTE: Solid doors have the same wood insert for the top and bottom.

Wood Installation



1. Line the inside of the sheet edge for the glass opening with the 1/8” (thinner) buttle tape and on the loose skin, line the 1” tubing frame with 
the 5/16” (thicker) butyl tape. 
 
 
 
 
 
 
 
 
 
 
 
 

2. Place the window in the centre of the hole.

3. Lay the loose skin onto the frame and attach with 1 1/4” Panhead Tek Screws  
(NOTE: Double doors have a left and a right determined by the small latch cutout).

4. Once both skins are secured, router out the inside of the latch hole and attach with 
countersunk screws.

5. Hang the door (see graphic below for hardware).

6. Attach the outside D-Handle Latch with the appropriate screws, ensuring that the screws 
will not hit and break the glass.

7. Once the door is installed, mark the Spring Bolt Latch to the desired height 
on the inside door jam—it will be used to lock the door from the inside. Drill a 
5/8” hole in the door at the marked height. Then fasten the Spring Bolt Latch to 
the inside door jam. Repeat on opposite door jam for a total of two Spring Bolt 
Latches.
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Sliding Double Door Installation Instructions

Glass Installation (For Doors with Windows)


